BMW 5er Reihe G60
Sedan
from 07/2023
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48 Volt

. Airbag Gas generator @ Belt tensioner @ Supplementary . |Pedestrian
Restraint System 5O protection active
control unit system
|I“ Gas-filled shock . Body reinforcement o 119 |Low voltage battery Fuel tank
absorber / preloaded -
spring

'Switch off the ignition to avoid thes risk of an electric arc when disconnecting.
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1. Identification / detection

2. Immobilization / stabilization / lifting

Immobilization
1. Press the "Start / Stop" off button of the vehicle

2. Press the vehicle's "parking brake button"

3. Eliminate direct dangers / safety regulations

4. Access to the occupants

Interfaces

A Laminated glass

B Tempered glass

1 Interfaces for removing the roof
2 Door lock

3 Door hinges

5. Stored energy / liquids / gases / solids
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Even after a fire, there is still a risk of injury!
Use personal protective equipment identical to the equipment used for conventional vehicle fires.
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Vehicle partially or completely submerged in water

After the vehicle has been salvaged from the water, disconnect the low-voltage battery (negative terminal).

8. Towing / transportation / storage

Use only the tow fitting in the vehicle and screw it in securely all the way to the stop.

Use the towing eye only for towing on a paved road. Prevent transverse loads on the tow fitting. For example, do not lift the vehicle by the tow
fitting.

9. Important additional information

This document shows all national-market versions and the maximum equipment of the vehicle.
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